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■ Surface mount baffle where speaker can’t
be recessed.

■ Contemporary square design; even the
speaker appears to be square.

■ Ceiling white, non-glare texture allows unit to
blend into surroundings.

■ Manufactured of UV stabilized, high impact
polystyrene thermoplastic.

■ Paintable and non-corroding.

■ Injection molded in Fourjay’s plant for quality
assurance.

■ Factory assembled and tested models...
for labor-saving installation:
...Speaker with 25/70 volt transformer.
...Speaker, transformer with volume

control.

Surface Mount Baffle
FC8W Series

Material: UV stabilized, high impact polystyrene

Color: Ceiling white (paintable)

Speaker Size: 8� (75/8� dia. mtg. centers) 
3� maximum speaker depth

Fasteners: Four push-on spring nuts furnished with
Model FC8W

Form 343-02

In Stock...Immediate shipment

10�

93/8�

10�

31/8�

Model FC8W
Model ST4-FC8W
Model STD4-FC8W



Model Driver Model Input Taps
Number Description (See Form 236) (Watts)

FC8W Baffle with assembly fasteners – driver NOT INCLUDED. None —

ST4-FC8W 4, 2, 1 & 0.5

SDT4-FC8W 4, 2, 1 & 0.5

SDT4P-FC8W 4, 2, 1 & 0.5

IN STOCK IMMEDIATE SHIPMENT

FC8W Square Surface Mount Baffle and Speaker Systems, Standard Models

Baffle with 8� 5 oz. driver & 25/70 volt; 4 watt transformer,
fully assembled.

Baffle with 8� 10 oz. driver & 25/70 volt; 4 watt transformer,
fully assembled.

Baffle with 8� driver, 25/70 volt; 4 watt transformer &
volume control; fully assembled. Knob included.

8T427
5 oz. Dual Cone

8DT427
10 oz. Dual Cone

8DT427
10 oz. Dual Cone

Model SDT4P-FC8W
■ 8� dual cone, 10 oz. ceramic magnet

speaker.

■ 25/70 volt audio transformer with
4, 2, 1 & 0.5 watt taps.

■ 50 ohm wire wound potentiometer volume
control. Low profile white knob included.

■ Factory assembled...
...ready for installation.

ARCHITECT’S & ENGINEER’S SPECIFICATIONS
The surface mount baffle (8 � speaker system) shall be Fourjay Model FC8W, (ST4-FC8W, SDT4-
FC8W, or SDT4P-FC8W) with overall dimensions of 10� x 10� x 31/8�. The square design baffle
shall accept (shall be equipped with) a standard 8� speaker with total depth of 3�. The baffle shall
be made of UV stabilized, high impact grade polystyrene thermoplastic, ceiling white color and
paintable.

Delivery you can count on...
...performance you can hear!

Surface Mount Baffle FC8W Series
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